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components

We stock the Sunon DC fans below for High Performance and Reliability.
The best choice for both service replacements and new manufacture

Model Numbering System -

Example
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Fan Series Voltage Frame Size Frame Frame Thick. Bearings Speed Motor Poles
KD/KDE =DCFan 05=5VDC 03 = 30mm P=PBT F=10mm V =Vapo 1 =High Blank = 4 Poles
GB =GreenBlower 12=12VDC 04 = 40mm A=Alum. K=20mm B = Ball 2 = Medium 6 =6 Poles
24=24VDC 05 = 50mm T =25mm S =Sleeve 3 =Low 8 =8 Poles
GM = Green Motor 06 = 60mm L =32mm 4 = Extra Low
PMB = Power Motor Blower 08 = 80mm M =38mm
12 = 120mm

Vapo bearings incorporate Sunon’s patented Magnetic Levitation System Design  Suffix F is 3" wire (tacho)

Green = 1 Phase full wave, axial winding brushless motor

I
" I #

DC Fans

37-GM0504PEV2-8 40x40x6 32 5VDC 5.5 0.07 6000 26.0
37-KDEO504PFV2 40x40x10 32 5VDC 7.0 0.14 5800 27.0
37-KD0504PKV3F1 40X40X20 32 5VDC 6.3 0.08 5200 18.0
37-KDE1204PFV2F 40x40x10 32 12VDC 7.0 0.08 5800 27.0
37-KDE1204PKV2 40x40x20 32 12VDC 7.7 0.05 6200 21.0
37-KD1205PFV1 50x50x10 40 12VDC 13.0 0.11 5200 30.0
37-KDE1206PHV1F 60x60x15 50 12VDC 21.0 0.13 4300 36.0
37-KD1206PTS1H 60x60x25 50 12VDC 21.7 0.19 4500 34.0
37-KDE1206PTV1 60x60x25 50 12VDC 23.5 0.14 4500 335
37-KD1208PTS1H 80x80x25 71.5 12VDC 41.7 0.18 3000 34.0
37-ME80251V1 80x80x25 71.5 12VDC 41.0 0.15 3200 33.0
37-KDE1208PTV3 80x80x25 71.5 12VDC 31.0 0.10 2300 26.0
37-KDE1209PTV1 92x92x25 82.5 12vDC 49.0 0.18 2800 34.0
37-ME92251V3 92x92x25 82.5 12VDC 39.5 0.09 2400 28.0
37-KD1212PTB1-6 120x120x25 104.8 12VDC 90.0 0.31 3100 445
37-KD1212PMB1-6 120x120x38 104.8 12VDC 108 0.57 3100 42.0
37-KD1212PMBX-6A 120x120x38 104.8 12VDC 120 0.63 3150 46.5
37-KD2406PTB4 60x60x25 50 24VDC 15.5 0.03 3100 22.0
37-KDE2406PTV2 60x60x25 50 24VDC 19.3 0.07 3800 29.0
37-ME80252V1 80x80x25 71.5 24VDC 41.0 0.07 3200 33.0
37-KDE2408PTV3 80x80x25 71.5 24VDC 31.0 0.04 2300 26.0
37-KDE2409PTV1 92x92x25 82.5 24VDC 49.0 0.08 2800 34.0
37-KD2412PTB1-6 120x120x25 104.8 24VDC 90 0.28 3100 445
37-EEC0382B1F 120x120x38 104.8 24VDC 138 0.38 3100 48.0
DC Blowers

37-GB1206PHV3AY 60x60x15 50 12VDC 3.5 0.04 3200 29.0
37-PMB1275PNB2 75x75x30 81 12vDC 12.3 0.23 3000 40.5
37-PMB1212PLB2-A 120x120x32 105 12VDC 35.9 0.82 2500 35.9

Other sizes available




We stock the Sunon AC fans below for High Performance and Reliability.
The best choice for both service replacements and new manufacture.

Model Numbering System - Example
371 - 1A 2 17 5 H B T —
\ Terminal
Fan Series Frame Size Speed T = Terminal
A =AC Fan Voltage 25 = 250mm X = super L = Lead Wire
M =maglev 1=115VAC 17 = 172mm H = High
2=220-240VAC  12= 120mm Fan Thickness M =Middle Bearing System
09 = 90mm 2 =25mm L =Low B = Ball
08 = 80mm 3 =38mm S = Sleeve
5=51mm V = Vapo
9 =89mm
!

" I #
AC Fans
37-MA2062HVL 60x60x25 50.0 220-240 17 0.10 3600 25
37-MA2082HVL 80x80x25 71.5 220-240 40 0.10 3200 32
37-2082HSL 80x80x25 71.5 220-240 17 0.07 2300 29
37-2083HBL 80x80x38 71.4 220-240 24 0.09 2400 32
37-MA2092HVL 92x92x25 82.5 220-240 52 0.10 2900 31
37-2092HBL 92x92x25 82.5 220-240 30 0.07 2350 37
37-2122HBL 120x120x25 104.8 220-240 66 0.09 2150 44
37-2122HBT 120x120x25 104.8 220-240 66 0.09 2150 44
37-2123HSL 120x120x38 104.8 220-240 85 0.125 2550 43
37-2123HST 120x120x38 104.8 220-240 85 0.125 2550 43
37-2123HBL 120x120x38 104.8 220-240 87 0.125 2750 45
37-2123HBT 120x120x38 104.8 220-240 87 0.125 2750 45
37-A2175HBT-TC 171x151x51 | 162x134 | 220-240 203 0.11 2800 51
37-A2179HBT 176x176x89 152.74 220-240 315 0.11 2800 62
37-A2259MBT 254 A x 89 245.5 220-240 600 0.12 1400 50
37-A2259HBT 254 /Ex 89 245.5 220-240 770 0.24 1900 55
37-1123HBT 120x120x38 104.8 110-120 87 0.21 2750 45
37-A300 Power Lead with moulded connector, 300mm long
37-A1000 Power Lead with moulded connector, 1000mm long

Specifications all at 50Hz at the voltage shown.  37-A2175HBT-TC; 37-2179 & 37-2259 types are Alveolate motors

Other sizes available.



Sunon AC & DC Fan Specifications

AC Fans

Motor: Brushless
- Reliable Shaded-Pole Construction
- Alveolate with low start voltage & high efficiency
Frame: Die Cast Aluminium
Impeller: Black Themoplastic Rated UL94V-0
Bearing: - Life Lubricated Ball Bearing
- Oil Impregnated Sintered Sleeve

Operating Temperature: -10 to +70°C
Protection:

- Impedance Protected

- Temp cutout on TC models
Approvals : UL, CE, RoHS compliant

Refer to full data for each model

DC Fans

Motor:
- Patented Brushless DC Motor Design
- Maglev® magnetic Levitation Motor
Frame: Black Themoplastic Rated UL94V-0
Impeller: Black Themoplastic Rated UL94V-0
Bearing: - “vapo” bearing
- Life Lubricated Ball Bearing
- Oil Impregnated Sintered Sleeve
Operating Temperature: -10 to +70°C
Protection:
- Electronic locked rotor protected
- Auto restart
Approvals : UL, CE, RoHS compliant
Refer to full data for each model

Accessories for Fans

Power Lead with Connector

Connector plugs onto terminals on AC fans.

Part No. 37-A300 Length 300mm
Part No. 37-A1000 Length 1000mm

Fan Guards
& Filters

Standard Types

Fan Size Hole Centres | Thermoplastic Guard | Nickel Chrome Plated Metal Mesh
mm mm PBT UL 94V0 Wire Guard Guard/Filter
Part No. Part No. Part No.
40x40 32 - 37-W040
50x50 40 37-W050
60x60 50 37-PB060 37-W060
80x80 71 37-PB080 37-W080 37-FGMO08
92x92 83 37-PB092 37-W092 37-FGMO09
120x120 105 37-PB120 37-W120 37-FGM12
171x151 162 37-W172
176x176 153 37-W176
254 @ 174 37-W254

3 piece Plastic Guard including Air Filter

Part No Fan Size Hole Centres
37-P0O80OF 80 x 80mm 71mm
37-P120F 120 x 120mm 105mm
37-P172F 180 x 151mm 162mm




