
 
 
 
 
 
 
 
 
 
 
 

Polyethylene Grommets 
 

�    Easy fit design in flexible translucent natural polyethylene. 

Part 
Number 

Panel 
Hole 
Dia. 

Max 
 Cable 
Dia. A 

Overall 
Length 

 C 

Outside 
Dia. 
 B 

Max. 
Panel 

Thickness 
22-PPG06 6.3 4.5 6.3 9.2 1.6 
22-PPG07 7.1 5.5 6.5 9.9 1.6 
22-PPG08 8.0 6.0 5.7 10.5 1.6 
22-PPG09 9.5 8.0 6.1 12.2 1.6 
22-PPG11 11.1 9.6 6.4 14.0 1.6 
22-PPG13 12.7 11.0 6.0 15.7 1.6 
22-PPG16 15.9 14.0 6.2 19.5 1.6 
22-PPG19 19.1 16.8 6.7 22.8 1.6 
22-PPG22 22.2 20.0 6.4 26.0 1.6 
22-PPG25 25.4 22.2 6.6 29.0 1.6 
22-PPG32 32.0 29.3 7.7 36.6 1.6 
22-PPG38 38.1 34.0 7.5 43.5 1.6 

Material:  Polyethylene     Colour:  Natural. 
 

Poly Blanks 
 

�    Polyethylene blanks which can be pierced for cable entry. 

Part 
Number 

Panel 
Hole Dia. 

App. Max  
Cable Dia. 

Overall 
Length C 

Outside
Dia. B 

Max.Pan. 
Thickness 

22-PPK19 19.1 12 6.9 22.8 1.6 
22-PPK25 25.4 17 7.4 28.8 1.6 

 

Continuous Grommet Strip 
 

�    Serrated strip used to protect cords, wires and cables from sharp edges 
      of large round, square and odd shaped holes.    Cut to size required.  
Moulded Nylon  
Supplied in 25cm lengths 
Precise fit to panels. 

Part 
Number 

Max.Panel 
Thick.   T 

A 
mm 

22-PKG010N 1.0 4 
22-PKG016N 1.6 4 
22-PKG020N 2.0 4 
22-PKG024N 2.4 4 
22-PKG032N 3.2 4 

Stock Colour:  Natural. 
 

Polyethylene - Natural   Polyethylene - Black 
Supplied in 10 metre lengths.                     Supplied in 30 metre lengths 
Economical continuous length.   Continuous serrated length. 

Part 
Number 

Max.Panel 
Thick.  T 

A 
mm 

 Part 
Number 

Max.Panel 
Thick.   T 

A 
mm 

22-PKG010 1.0 4.3  22-PLG018B 1.0 – 1.8 4.8 
22-PKG016 1.6 5.0  22-PLG020B 2.0 – 2.2 4.8 
22-PKG020 2.0 5.4  22-PLG031B 2.5 – 3.1 5.6 
22-PKG024 2.4 5.8  22-PLG048B 4.6 – 4.8 7.0 
22-PKG032 3.2 6.0     
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Rubber Grommets 
 
 

�    Good seal and mechanical protection for cables. 
Part 

Number 
Pan.Hole 

Dia.  B 
Max Cable 

Dia.  C 
Overall 

Length E 
Outside 
Dia.  A 

Max.Pan. 
Thick.  D 

22-RG05 4.8 3.2 6.4 8.0 1.6 
22-RG06 6.3 4.0 6.4 9.5 1.6 
22-RG08 8.0 4.5 4.5 10.8 1.6 
22-RG09 9.5 6.3 7.0 14.4 1.6 
22-RG11 11.1 8.0 4.8 14.2 1.6 
22-RG13 12.7 9.5 6.8 17.5 1.6 
22-RG18 17.5 14.2 4.8 22.0 1.6 
22-RG19 19.0 16.0 5.5 22.0 1.6 
22-RG25 25.2 18.5 8.0 31.4 1.6 

Material:  Rubber     Colour:  Black. 
 

Rubber Strain Relief Bush 
 

�    Insulation and strain relief for small cables. 
Part 

Number 
Pan.Hole 
Diameter 

Max Cable 
Dia. A 

Max.Pan. 
Thickness 

22-LGT4024 4.0 2.3 2.4 
Material:  T.P.E.   Black. 
 

Lamp Snap Bushes 
 

�    Protect cord insulation from sharp edges. 
      on pipe used in lamp and other manufacture. 

Part 
Number 

Inside 
Dia.  G. 

Outside 
Dia.  A 

Thick. 
B 

Sleeve 
Dia.  F 

Sleeve 
Length  L 

03-LSB0125 5.8 9.5 0.8 7.4 6.4 
03-LSB0250 8.1 10.7 0.8 9.5 12.0 

Material:  Hi-density Polyethylene.   Black. 
 

Window Plugs   
 

�   Headstyle flat to minimise visual distortion. 
Part 

Number 
Panel Hole 
Diameter 

Max Panel 
Thickness 

Head 
 Dia. B 

Depth 
C 

22-PLW06 6.4 1.6 8.0 8.0 
22-PLW10 9.5 3.2* 12.0 10.3 
22-PLW13 12.7 3.2* 14.6 10.3 
22-PLW16 15.9 3.2* 18.2 10.3 

�   Moulded in clear Copolyester.   * Multiple locks 0.8 to 3.2mm 
 
 

Vent Plugs  -  Locking 
 

�   Positively snaps into panel thicknesses from 0.8 to 3.2 mm. 
Part 

Number 
Panel Hole 
Diameter 

Max Panel 
Thickness 

Head 
 Dia. B 

Depth 
C 

22-PLV19 19.1 3.2 23.0 10.3 
22-PLV22 22.5 3.2 25.8 11.5 
22-PLV25 25.4 3.2 30.5 11.5 

�   Moulded from black heat stabilised nylon. 
 

�   UV Resistant 
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Insulating Bushes  -  Miniature 
 

�    Insulate wires and cables from raw edges. 
�    Snaps quickly into panel hole. 
�    Will accomodate panels up to 1.6mm thick. 
�    Requires internal clearance of only 3.2mm 

Part 
Number 

Panel Hole 
Diameter 

Max Cable 
Dia. A 

Overall 
Length C 

Outside 
Dia. B 

22-PPB05 4.8 3.2 6.2 6.4 
22-PPB08 8.0 6.4 6.2 9.5 
22-PPB12 11.9 8.8 6.4 13.5 
22-PPB13 12.7 9.5 6.4 14.3 
22-PPB14 13.5 10.3 6.4 15.2 
22-PPB16 15.9 12.7 6.4 17.9 
22-PPB19 19.0 16.0 6.4 21.0 
22-PPB22 22.2 19.0 6.4 23.8 

Heat Stabilized Nylon 6/6 UL94V2   Black  Temperature Index 105°C 
 

Insulating Bushes  -  Standard 
 

�    Standard bushes have multiple locks which snap 
      positively into panels ranging from 0.8 to 3.2 mm thick. 
�   Meet UL & CSA Temperature and Pull-out tests. 

Part 
Number 

Panel Hole 
Diameter 

Max Cable 
Dia. A 

Overall 
Length C 

Outside 
Dia. B 

Max Panel 
Thickness 

22-PLB06 6.6 3.2 8.0 8.0 1.6 
22-PLB08 8.0 4.8 8.0 9.5 1.6 
22-PLB09 9.5 6.4 10.3 11.9 3.2 

22-PLB09X 9.5 4.8 10.3 11.9 3.2 
22-PLB11 11.1 8.0 10.3 13.5 3.2 
22-PLB13 12.7 8.0 10.3 14.7 3.2 
22-PLB14 14.3 9.5 10.3 16.7 3.2 
22-PLB16 15.9 12.7 10.3 18.2 3.2 
22-PLB19 19.1 15.9 10.3 21.4 3.2 
22-PLB25 25.4 19.0 11.5 28.6 3.2 
22-PLB28 27.8 23.8 11.5 30.9 3.2 
22-PLB30 30.2 23.8 11.5 33.3 3.2 
22-PLB38 38.1 33.3 11.5 40.9 3.2 
22-PLB44 44.4 34.9 11.5 47.6 3.2 
22-PLB50 50.8 41.2 11.5 54.0 3.2 

Black  Heat Stabilized Nylon 6/6 UL94V2  Temperature Index 105°C. 
 

Insulating Bushes  -  Adjustable 
 

�    Adjusts to accept various diameters and shapes. 
�    Locks quickly into panel thicknesses 0.8 - 3.2mm. 
�    Resilient multiple supports absorb shock and vibration. 
�    Closes entry hole to insects and vermin. 
 

Part 
Number 

Panel Hole 
Diameter 

Max Cable 
Dia. A 

Overall 
Length C 

Outside 
Dia. B 

22-PAB16 15.9 11.1 10.3 18.2 
22-PAB19 19.0 12.7 9.9 21.8 
22-PAB22 22.2 14.2 11.5 23.8 
22-PAB25 25.4 19.0 11.5 26.9 
22-PAB28 27.8 20.6 11.5 29.3 

Nylon 6/6   Black 
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Open / Close Bushing 
 
 

�    Protect wire, cable, tubing and hose from sharp, uneven drilled or punched holes. 
�    For 0.8mm to 3.2mm chassis thickness 
�    Finger-tip pressure to install. No tool required. 
�    Can be applied after power cable was installed. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Part 
Number 

Panel Hole 
Dia. A 

Max Cable 
Dia. B 

Overall 
 Dia. C 

Overall 
Width L 

22-POB09 9.5 6.7 12.2 10.3 
22-POB13 12.7 8.0 15.4 10.3 
22-POB16 15.8 11.5 17.7 10.3 
22-POB19 19.0 13.1 20.1 10.3 
22-POB22 22.0 16.9 24.7 10.3 
22-POB25 25.4 20.1 27.0 10.3 

Nylon 6/6 UL94V2   Black   
 
 

Two Piece Grommet 
 

 
�    Male and Female parts for easy hand assembly ± press together      . 
�   Used for reinforcing through holes and attaching samples of paper and cloth. 
�   Recommended hole size 7/16” or 11.1mm 
 
 
 

Part 
Number 

Panel Hole 
Diameter 

Overall 
Dia 

Through 
hole 

22-PTG11F 11.1 17.45 - 
22-PTG11M 11.1 17.46 6.35 

. 
 

 

� �� � � � �� � 	 
� � 
�� � ��� 
�� 
�� � ��� � � � �� � ��� 	 � �� � � ��� � ���
� ������������������������������� � � � � � �� � � � �� ������������������������������� � � � �� �������

  

 


