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�   Hi-Q Nylon screws are tough, light, durable and corrosion resistant in normal temps. 
�   Choose the screw size, head shape and lengths from the stock table below. 
 
Head Shapes: 

Pan Slot Cheese 
Slot 

Pan 
Philips 

Countersink 
slot/philips 

Hexagonal Thumb 
Slot 

Grub Slot Hex 
Socket 

        
PS CH PP CS/CP HX TS GS HS 

                                                                              
How to order:      08-PNS   _   _       -       _   _               _   _ 

Assemble Part Number   Screw Thread Size      Length ‘L’       Head Shape 
( e.g   08-PNS8-30PS ) 

 

Stock Lengths  
Screw 
Thread 

Size 

Pan 
Slot 
mm 

Cheese 
Slot 
mm 

Pan 
Phillips 

mm 

Counter/ 
Phillips 

mm 

Hex. 
Head 
mm 

Slotted 
Hex 
mm 

Thumb 
Slot 
mm 

Grub 
Slot 
mm 

Socket 
Head 
mm 

M2 4, 5, 6, 8,10, 
20, 25 12, 10,16 20 4, 8 5, 10, 20       

M2.5 4, 5, 6, 10, 
12, 20 12,  20 

4, 6,  8, 10, 
12,16, 20 6, 12, 20      

M3 
5, 6, 10, 12, 
16,20, 25, 
30, 35, 40 

8, 6,12, 20, 
25 

4, 5, 6, 8, 10, 
12, 16, 20, 25, 
35 

6, 8, 10, 12, 
16, 20, 25, 
30, 35 

  6,10, 16    10 

M4 
6 ,8 ,10 ,12, 
16,20, 25, 
30, 35, 40 

6,8,10, 12, 
16, 20,25  

8, 10, 12, 16, 
20, 25 , 30 

6, 8, 10, 12, 
16,20, 25,  
30, 35 

  6, 10, 20 
3,4,6,8,10,12
,16,20,25, 
30� 40 

 

M5 
8, 10, 12, 
16,20, 25, 
30, 40 

6, 10, 12, 16, 
25, 40 

10, 12, 25, 30, 
40 

10, 12, 16, 
25, 30, 40 10, 12 10, 16,40 

12, 10b, 16, 
20 

6,8,10,12, 
16,20,25, 
30,40 

  25 

M6 
12, 16, 20, 
25,30,40, 50, 
75 

8, 10, 16,25, 
30 

10, 12, 20, 30, 
40 

10, 12 , 20, 
25,35, 50 

10, 25, 
20,30, 75 75 

10, 12, 20, 
25, 45 

5, 8, 10, 12, 
16, 20 �  75  

M8 16, 20, 30, 
50 

12,16,20, 25, 
35, 40, 50 

16, 30, 35, 
50,60 

16, 20, 30,50 
20  

8,10,16,20,2
5, 35,50  

M10 13, 30, 50 20, 35  
20, 30, 35, 
60 

25, 30, 35, 
50, 60  35  

10,13,16, 
19,20,25, 30, 
50,60 

10 �  60 

M12     
12, 25, 40, 
50, 70     

UNC4-40 6.3, 8.0  6.3 6.3      

UNC 6-32 
6.3, 8.0, 9.5, 
12.7, 15.9, 
22.2 

  
6.3, 8.0, 
9.5,12.7,  
15.9 

  6.3   

UNC 8-32 8.0, 9.5, 22.2 
  8.0, 9.5      

UNC 1/4-20 12.7, 31.8   25.4 25.4, 31.8  12.7   

UNC 1/2-13    25.4, 31.8 25.4,31.8     

Nylon 6/6  Natural .    Wide range of other non stock sizes available on short delivery time. 
Black available in some sizes form stock or special order. 



 
� � � � �� � � � � 	�� � � � �� � � �� � � �������������������������
 � � 
�	�� � 	
 � � � 
� �� � �� � �������� � � 	�� � � �� 
� �� � �� � �

�

 

� �� � � � �� � 	 
� � 
�� � ��� 
�� 
�� � ��� � � � �� � ��� 	 � �� � � ��� � ���
� ��������������������� �� � � ���� � 
� �� �� � 
� � � ������������������������������������������� � � � ��  

 

Misc Nylon Threaded Rod  
 

Threaded Rod 
Metric: Imperial: 
M4 x 1m 08-PNS4-1000 ¼”  - 20 x 2’ 08-X025-20-2 
M5 x 1m 08-PNS5-1000 � ”  - 16 x 2’ 08-X375-16-2 
M6 x 1m 08-PNS6-1000 ½”  - 13 x 2’ 08-X500-13-2 
M8 x 1m 08-PNS8-1000 � ”  - 11 x 2’ 08-X625-11-2 
M3 x 1m 08-PNS3-1000 ¾”  - 10 x 2’ 08-X750-10-2 
M10 x 1m 08-PNS10-1000 1”  -  8 x 2’ 08-X1000-8-2 

 
M12 x 1m 08-PNS12-1000 PVC ¼ - 20 x 2’ 08-025-20-2PVC 

 

Nylon Nuts 
�  Nylon 6/6 is tough, durable and corrosion resistant in normal temperatures 
 

      

Screw 
Size 

Hex Cap Wing Thumb Deco Wing Lock 
M2 09-PNN2      
M2.5 09-PNN2.5      
M3 09-PNN3 09-PNN3W   09-PNN3WD  
M4 09-PNN4 09-PNN4C 09-PNN4W 09-PNN4T 09-PNN4WD  
M5 09-PNN5 09-PNN5C 09-PNN5W  09-PNN5WD  
M6 09-PNN6 09-PNN6C 09-PNN6W  09-PNN6WD 09-PNN6L 
M8 09-PNN8 09-PNN8C 09-PNN8W    
M10 09-PNN10 09-PNN10C 09-PNN10W    
M12 09-PNN12 09-PNN12C 09-PNN12W    
UNC 4-40 09-PNN440H      
UNC 6-32 09-PNN632H 09-PNN632C 09-PNN632W 09-PNN632T  09-PNN632L 
UNC 8-32 09-PNN832H      
UNC ¼ - 20 09-X025HN 09-X025CN 09-X025WN 09-X025TN   
UNC ½ -13 09-X050HN 09-X050CN 09-X050WN    

 

Polycarbonate Screws & Nuts 
 
�  One of the toughest,most dimensionally stable thermoplastics over a wide temprature range. 
�  High heat deflection temperature rating – Melting point 154 °C per ASTM D789. 
�  Unaffected by greases, oils, detergents, aliphatic hydrocarbons,most mineral acids and higher alcohols.  It is 

attacked by chlorinated hydrocarbons and most aromatic solvents,ester and ketone.  UL flammability  
UL94V2. 

�  White water transparency with a 90° light transmission. 
� � � 
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Part No. 
Round Hd 

Screw 
Size   

Length 
mm 

Head  
Dia. 

Head  
Height. 

 Part No. 
Hex. 

Thread 
Size 

 
Height 

Across 
Flats 

08-PPS3-06RP 
              -10RP M3 6 

10 
6 
6 

2.5 
2.5  09-PPN3H M3 2.4 5.6 

08-PPS4-08RP 
              -12RP M4 8 

12 
7.5 
7.5 

2.6 
2.6  09-PPN4H M4 3.2 7.0 

08-PPS5-20RP 
              -40RP M5 20 

40 
9 
9 

3.5 
3.5  09-PPN5H M5 4.0 8.0 

08-PPS6-20RP 
              -40RP M6 20 

40 
10 
10 

4.0 
4.0  09-PPN6H M6 5.0 10.0 
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Press-Loc thumb screw knobs can be assembled to the appropriate size socket hexagon head cap 
screw by aligning the socket cap screw with the matching counterbore provided in the knob.  Place 
this assembly between the clamping jaws of a bench vise,arbour press or even vise grip type pliers 
and provide enough force to press the knob completely over the head of the screw.  Use thin 
cardboard or plastic between the clamping jaws to prevent marring the knob surfaces. 
 

Round Head Knobs 
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Part 
No 

Screw Size Colour 
A 

mm 
B 

mm 
C 

mm 
08-M300RBLK M3 Black 9.53 5.16  8.33 
08-M400RBLK M4 Black 12.70 5.56  9.53 
08-M500RBLK M5 Black 16.60 6.35 10.72 
08-M600RBLK M6 Black 19.05 7.93 12.70 
08-M601RBLK M6 Black 25.40 8.33 12.70 
08-M801RBLK M8 Black 25.40 9.92 15.08 
Tolerances  +/- 0.79mm 

    

Round Head Knobs with screws 
Knob moulded on to zinc plated steel alloy socket head cap screw 
 

Metric Round Head with Screw         
Stock Colour Black   Other Colours:  Red, White, Blue & Green 

 
Part No 

 
Screw 
Size 

Screw 
Length 

mm 

Head 
Diameter 

mm 

 
Colour 

08-M300RBLK - M3 8 9.53 Black 
-10  10 9.53 Black 
-12  12 9.53 Black 
-16  16 9.53 Black 

08-M400RBLK - M4 10 12.70 Black 
-12  12 12.70 Black 
-16  16 12.70 Black 
-20  20 12.70 Black 

08-M500RBLK - M5 12 16.60 Black 
-16  16 16.60 Black 
-20  20 16.60 Black 

08-M600RBLK - M6 12 19.05 Black 
-16  16 19.05 Black 
-20  20 19.05 Black 

08-M801RBLK - M8 16 25.40 Black 
-20  20 25.40 Black  

Note: Press Loc Thumb Screws are designed to be hand tightened. 

Other Knobs available in  
Imperial Sizes. 
 
Wing Head 

 
 
Flowerette 

 


