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Hammond Painted Octagon & Trapezoid - Diecast Aluminum Enclosures - 1590 Series

•	 Lap joint construction provides protection against access of dust and splashing water. Also provides for improved EMI/RFI 
shielding.

•	 	Unpainted	version	is	vibra	finished	for	a	smooth	surface	with	no	sharp	edges.
•	 Four 6-32 x 1/2” machine screws secure lid - into factory tapped holes.
•	 Designed to meet IP54.
•	 Low side wall draft angle (2 degrees or less) for easy P.C. board mounting.

Rugged, diecast aluminum alloy (tough - yet easy to machine), electronic instrument enclosure.

26-1590TRPB 26-1590TRPC 26-1590STPC

Part Number Colour Shape Length mm
Width mm

Enclosure Depth 
mm (Without Lid)Small 

End
Large 
End

26-1590TRPB Unpainted Trapezoid 112.0 61.5 79.0 35.2
26-1590TRPBBK Black Trapezoid 112.0 61.5 79.0 35.2
26-1590TRPC Unpainted Trapezoid 95 121.8 151.0 35.2
26-1590TRPCBK Black Trapezoid 95 121.8 151.0 35.2
26-1590STPC Unpainted Octagon 132.8 132.8 35.2
26-1590STPCBK Black Octagon 132.8 132.8 35.2


