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Hammond Watertight Diecast Aluminium Boxes - Flanged Lid — 1590W “FL” Series Hammond Watertight Diecast Aluminium Boxes with PCB Guides - Series 1590W
Rugged, diecast aluminium alloy .  Tough yet easy to machine. Meets IP65.

•	 Integral card guides cast in, accept 1.5mm P.C. cards

•	 Silicone gasket remains flexible from –62 to +232˚C.

For detailed drawings and CAD  files visit ww.hammondmfg.com

Standard Version 1590W Series  -  IP65  

Flanged Lid Version 1590W FL Series -  IP65 - For easy mounting and higher security                                              

Flanged Base Version 1590W F Series - IP65 - For easy mounting and access                          

•	 Painted version is painted with tough polyester powder paint for lasting finish. 
•	 Watertight IP65 version has   lap joint construction with a factory poured of silicone rubber gasket around the perimeter to 

provide protection against dust &  water.

Part Number
Length

A
Width

B
Height (no lid)

C
Height

With Lid
Unpainted Black

26-1590WN 26-1590WNBK 121 66 36 38
26-1590WP 26-1590WPBK 153 82 46 48

Part Number
Length

A
Width

B
Height (no lid)

C
Height

With Lid
Unpainted Black

26-1590WNFL 26-1590WNFLBK 121 66 36 38
26-1590WPFL 26-1590WPFLBK 153 82 46 48

Part Number
Length

A
Width

B
Height (no lid)

C
Height

With Lid
Unpainted Black

26-1590WNF 26-1590WNFBK 121 66 36 38
26-1590WPF 26-1590WPFBK 153 82 46 48


