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Hammond Hand Held Boxes - 1599 / 1599S

•	 Lap joint construction provides protection against dust and splashes.
•	 Designed to meet IP54.
•	 Extra	deep	top	and	ultra	shallow	base	provide	the	user	with	flexibility.	
•	 Two	keyhole	knockouts	to	facilitate	wall	mounting	installation.
•	 FRABS	boxes	have	M3	screws	and	brass	bushings	for	assembly.
•	 Economy	boxes	use	self	tapping	screws.
•	 Battery	Doors	options	available.

For	detailed	drawings,	CAD	files	and	colour	photos	visit	www.hammondmfg.com

Fire Retardant UL94V0 ABS version
The FRABS boxes are assembled with M3 x 10mm machine screws and integral brass inserts.

Economy Plastic version
Same	features	as	for	the	ABS	version	but	moulded	in	economical	plastic.	Perfect	where	economy	is	important	and	where	repetitive	
assembly	and	disassembly	is	not	vital.	These	boxes	use	#4	x	5/8”	self	tapping	screws	for	assembly.

Designed	for	use	as	a	“hand-held”	instrument	enclosures	

Part  Number   
Battery 
Door

Dimensions  (Base only)

Black 
FRABS

Grey
FRABS

Grey Economic 
Plastic Length Width Height (Incl 

Lid)
26-1599BBK 26-1599BGY 26-1599BSGY No 130 65 25
26-1599BBKBAT 26-1599BGYBAT 26-1599BSGYBAT Yes 130 65 25
26-1599BBKCP 26-1599BGYCP - No 130 65 25
26-1599BBKBATCP 26-1599BGYBATCP - Yes 130 65 25
26-1599EBK 26-1599EGY 26-1599ESGY No 170 85 34
26-1599EBKBAT 26-1599EGYBAT 26-1599ESGYBAT Yes 170 85 34
26-1599HBK 26-1599HGY 26-1599HSGY No 220 110 44
26-1599HBKBAT 26-1599HGYBAT 26-1599HSGYBAT Yes 220 110 44
26-1599KBK 26-1599KGY 26-1599KSGY No 220 140 40.5
26-1599KBKBAT 26-1599KGYBAT 26-1599KSGYBAT Yes 220 140 40.5

•	 Material:	Flame	retardant	Black	or	Grey	ABS		or	Economy	Plastic.


