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Magnetic Tape 
Anchor Rivets
Provide versatile, inexpensive, corrosion and vibration resistant blind fasteners for solid or hollow materials

Can be used in a range of materials including wood, concrete, plaster, metal or plastic.
Installation is fast. Rivet is inserted in predrilled hole and tapped with a hammer, the drive pin expands and secures the rivet.

Part Number Head Style Shaft Diameter D Length L Head Diameter A Head Height
04-APM48191 Mushroom 4.8 19.1 14.3 2.8
04-APM64191 Mushroom 6.4 19.1 14.3 2.8
04-APM64254 Mushroom 6.4 25.4 14.3 2.8
04-APM64381 Mushroom 6.4 38.1 14.3 2.8
04-APF64143 C/sink / Flat 6.4 14.3 11.1 2.7
04-APF64191* C/sink / Flat 6.4 19.1 11.1 2.7
04-APT48191* Truss 4.8 19.1 15.9 2.8
04-APT64191B Truss 6.4 19.1 15.9 2.8
04-APT64254 Truss 6.4 25.4 15.9 2.8
04-APT64381 Truss 6.4 38.1 15.9 2.8
04-APT641016 Truss 6.4 101.6 15.9 2.8
04-APT641270 Truss 6.4 127.0 15.9 2.8
04-APT641524 Truss 6.4 152.4 15.9 2.8

Push Clips 
Fast and easy clip in design • Ideal for fixing multiple lightweight panels together

Part
Number

Hole
Diameter

Maximum Panel 
Thickness D H1

04-PPC4.2 6 4.2 10 0.8

Male & female parts sold together
White Nylon 6/6

Natural Nylon 6/6 *Available in black 


