
Rubber Bumpers - Self AdhesiveArrow Clips
Body is designed to compress as it is forced through a pre-punched hole and spring back to original shape to lock securely

Corrosion, vibration and abrasion resistant.

Keyhole Clips
Multi-purpose fastener clip
Angled panel lock section takes up slack in panels

Material: Nylon 6/6 Natural 
 * = Black Available
Other non stock sizes available.

• 

Part Number Hole Diameter Panel Thickness Length L Head Dia. A Head Height B Dim. C

04-PCC022 2.2-2.3 0.8-2.7 4.8 3.2 0.8 2.7

04-PCC030* 3.0-3.1 1.6-3.2 9.9 7.1 1.5 3.7
04-PCC002B 3.3-3.4 1.6-3.2 10 6.8 1.5 4.0
04-PCC035 3.3-3.5 2.0-3.1 8.6 7.5 1.5 4.0
04-PCC036* 3.3-3.6 3.0-4.0 10.8 7.5 1.5 3.8
04-PCC003* 3.8-4.1 1.6-3.2 9.9 7.1 1.0 5.0
04-PCC004 3.8-4.1 1.6-3.7 10.2 7.1 2.0 4.6
04-PCC049 4.6-4.9 1.6-3.2 10.2 9.1 1.5 5.7
04-PCC057 5.4-5.7 1.6-3.2 11.4 9.4 1.5 5.7
04-PCC063 6.3-6.6 3.2-6.3 16 12.7 1.3 7.2
04-PCC065 6.4-6.6 3.2-4.8 14.6 12.3 1.5 7.4

04-PCC085N* 8.5-8.64 1.6-8.6 22.9 17.4 1.8 9.5
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04-PKY3024* 6.3 3.2 2.4
04-PKY3040* 6.3 3.2 4.0
04-PKY4024* 8.0 4.0 2.4
04-PKY4032* 8.0 4.0 3.2
04-PKY4040* 8.0 4.0 4.0
04-PKY4048* 8.0 4.0 4.8
04-PKY4056* 8.0 4.0 5.5
04-PKY4063 8.0 4.0 6.3
04-PKY4071 8.0 4.0 7.1
04-PKY4080 8.0 4.0 8.0
04-PKY4087 8.0 4.0 8.7
04-PKY4095 8.0 4.0 9.53
04-PKY5024* 8.0 4.8 2.4
04-PKY5032* 8.0 4.8 3.2
04-PKY5040* 8.0 4.8 4.0
04-PKY5048* 8.0 4.8 4.8
04-PKY5056* 8.0 4.8 5.6
04-PKY5063* 8.0 4.8 6.3
04-PKY5071 8.0 4.8 7.1
04-PKY5080 8.0 4.8 8.0
04-PKY5095 8.0 4.8 9.5
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04-PKY6024*
04-PKY6032
04-PKY6040
04-PKY6048
04-PKY6063
04-PKY6071
04-PKY6080
04-PKY6095
04-PKY6127

12.7
12.7
12.7
12.7
12.7
12.7
12.7
12.7
12.7

6.3
6.3
6.3
6.3
6.3
6.3
6.3
6.3
6.3

2.4
3.2
4.0
4.8
6.3
7.1
8.0
9.5

12.7

Material: Nylon 6/6
* = Black Available


