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Polycarbonate Screws
One of the toughest, most dimensionally stable thermoplastics to cover a wide temperature range

Part Number
Round Hd

Thread 
Size

Length 
mm

Head
Diameter

Head 
Height H

08-PPS3-06RP M3 6 6 2.5
08-PPS3-10RP M3 10 6 2.5

08-PPS3-12RP M3 12 6 2.5

08-PPS4-08RP M4 8 7.5 2.6

08-PPS4-12RP M4 12 7.5 2.6

08-PPS5-12PPM M5 12 9 3.5
08-PPS5-16PPM M5 16 9 3.5
08-PPS5-20RP M5 20 9 3.5
08-PPS5-25TSM
08-PPS5-40RP

M5
M5

25
40

9
9

3.5
3.5

08-PPS6-20RP M6 20 10 4.0
08-PPS6-25TSM M6 25 16 4.0
08-PPS6-40RP M6 40 10 4.0
08-PPS8-25TSM M8 25 16 4.0

• 

• 

• 

Thread sizes are in millimetres
* RP = Round Phillip Head, PPM = Pan Philips Screw, TSM = 
Thumb Screw

Thread 
Size

M3 x 0.5

M4 x 0.7

M5 x 0.8

M6 x 1.0

M8 x 1.25

 Nylon Threaded Rod

Part Number Thread Size Part Number Thread Size

08-PNS3-1000 M3 x 0.5 x 1m 08-X750-10-2 ¾”  - 10 x 2’
08-PNS4-1000 M4 x 0.7 x 1m 08-X025-20-2 ¼”  - 20 x 2’
08-PNS5-1000 M5 x 0.8 x 1m 08-X375-16-2  x 2’

08-PNS6-1000 M6 x 1.0 x 1m 08-X500-13-2 ½”  - 13 x 2’

08-PNS8-1000 M8 x 1.25 x 1m 08-X625-11-2  x 2’
08-PNS10-1000 M10 x 1.5 x 1m 08-X1000-8-2 1”  -  8 x 2’
08-PNS12-1000 M12 x 1.75 x 1m 08-025-20-2PVC PVC ¼” - 20 x 2’
08-PNS14-1000 M14 x 2.0 x 1m 08-X1024-2 1024 x 2’
08-PNS16-1000 M16 x 2.0 x 1m

08-PNS20-1000 M20 x 2.5 x 1m 

Nylon 6/6 is tough, durable and corrosion resistant in normal temperatures


