
Polyethylene Grommets

Polyethylene Blanks

Continuous Grommet Strip
Serrated strip used to protect cords, wires and cables from sharp edges of large round, square and odd shaped holes

Supplied in 25cm lengths. Supplied in 10m lengths.
Economical continuous length.

Part
Number

Panel Hole
Diameter

Max. Cable
Diameter A

Overall
Length C

Outside
Diameter B

Max. Panel
Thickness

22-PPG06 6.3 4.5 6.3 9.2 1.6

22-PPG07 7.1 5.5 6.5 9.9 1.6
22-PPG08 8.0 6.0 5.7 10.5 1.6
22-PPG09 9.5 8.0 6.1 12.2 1.6
22-PPG11 11.1 9.6 6.4 14.0 1.6
22-PPG13 12.7 11.0 6.0 15.7 1.6
22-PPG16 15.9 14.0 6.2 19.5 1.6

22-PPG19 19.1 16.8 6.7 22.8 1.6

22-PPG22 22.2 20.0 6.4 26.0 1.6
22-PPG25 25.4 22.2 6.6 29.0 1.6
22-PPG32 32.0 29.3 7.7 36.6 1.6
22-PPG38 38.1 34.0 7.5 43.5 1.6

Part
Number

Panel Hole
Diameter

App. Max. 
Cable Dia. A

Overall
Length C

Outside
Diameter B

Max. Panel
Thickness

22-PPK16 15.9 8 4.6 20 1.6

22-PPK19 19.1 12 6.9 22.8 1.6

22-PPK25 25.4 17 7.4 28.8 1.6

Part
Number

Max. Panel
Thickness T

A mm

22-PKG010N 1.0 4
22-PKG016N 1.6 4
22-PKG020N 2.0 4
22-PKG024N 2.4 4
22-PKG032N 3.2 4

Moulded Nylon Polyethylene - Natural

Part
Number

Max. Panel
Thickness T

A mm

22-PKG008 0.8 4.3
22-PKG010 1.0 4.3
22-PKG016 1.6 5.0
22-PKG020 2.0 5.4
22-PKG024 2.4 5.8
22-PKG032 3.2 6.0

Square Snap Bushing

Part
Number

A B      C     D     E     F     G     H

22-SQE-1 19.8 12.1      7.3    11.5    14.0    12.3    2.8               2.5

Polyethylene blanks can be pierced for cable entry

Material: Polyethylene

Material: Polyethylene

Material: Polyethylene
Material: Natural Nylon

Material: Nylon UL

Closed Easy Fit Grommets 
Black PVC

Part
Number 

 A B C D
Max. Panel 

Thickness E
F

22-RGC260S 30 26 20.8 8.6 2.4 3.9


