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Hammond RITEC– Watertight Boxes — RP Series   
Ideally suited for mounting printed circuit boards or DIN rail mounted components.

•	 Bottom half includes moulded in standoffs for easy  PCB installation, and DIN rail mounted components.
•	 Internal DIN rail tabs are moulded in. 
•	 Designed to meet IP65.
•	 Gasketed lid with two piece construction protects against oil, dust and water.
•	 Rubber	gasket	is	included	and	must	be	field	installed.
•	 Lid is secured with self captivating - M3.5 stainless steel machine screws threaded into integral stainless steel bushings.
•	 Material: Molded in a light grey general purpose ABS or polycarbonate ABS is available with a clear polycarbonate Lid.

For	detailed	drawings,	CAD	files	and	colour	photos	visit	www.hammondmfg.com

26-MF0045 26-MF0055

Optional Mounting Feet 

Part Number Dimensions (Base Only)

 ABS (Grey)
ABS

Grey (Clear Lid) Polycarbonate
Grey Width Length Height (With Lid)

26-RP1025 26-RP1025C 26-RP1020 60 65 40
26-RP1065 26-RP1065C 26-RP1060 80 85 55
26-RP1085 26-RP1085C 26-1RP080 75 105 40
26-RP1095 26-RP1095C 26-RP1090 75 105 55
26-RP1135 26-RP1135C 26-RP1130 85 125 55
26-RP1205 26-RP1205C 26-RP1200 105 145 40
26-RP1215 26-RP1215C 26-RP1210 105 145 60
26-RP1175 26-RP1175C 26-RP1170 85 165 55
26-RP1245 26-RP1245C 26-RP1240 125 165 75
26-RP1285 26-RP1285C 26-RP1280 146 186 75
26-RP1455 26-RP1455C 26-RP1450 165 220 60
26-RP1465 26-RP1465C 26-RP1460 165 220 85

Part Number Use with enclosures part number

26-MF0045 26-RP1025  -  26RP1285 or  26-RP1025C  -  26-RP1285C
26-MF0055 26-RP1455  -  26-RP1456 or  26-RP1455C  -  26-RP1465C


