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Rivets - Post Type

Screw Rivets

Two Piece combination screw and rivet. Push screw to snap tight, unscrew to loosen.

Part
Number

Normal Hole
Diameter

Panel
Thickness

A H L Pin Diameter Colour

04-PPRT32B* 3.2 0.8-3.5 4.8 1.2 4.8 1.9 Black 
04-PPRT34N 3.3 0.8-3.5 5.5 1.5 5.7 1.9 Natural
04-PPRT34NB* 3.3 0.8-3.5 5.5 1.5 5.7 1.9 Black
04-PPRT40N 4.0 4.8-6.4 5.5 1.3 7.9 2.4 Natural
04-PPRT41AN 4.1 1.6-4.6 7.5 1.3 5.8 2.4 Natural

04-PPRT48AN 4.8 1.6-4.8 7.1 1.9 7.5 3.2 Natural

04-PPRT48ANB* 4.8 1.6-4.8 7.1 1.9 7.5 3.2 Black
04-PPRT48AN-1 4.8 1.6-4.8 11 1.9 7.2 3.2 Natural
04-PPRT48BN 4.8 2.0-9.5 7.1 1.2 11.4 3.2 Natural
04-PPRT48CN 4.8 7.9-11.2 7.1 1.9 13.6 3.2 Natural
04-PPRT57CB 5.7 3.18-7.9 9.5 2 11.4 3 Black 
04-PPRT64BN 6.4 2.4-7.9 11.9 2.0 12.7 3.8 Natural
04-PPRT6416B* 6.3 2.4-7.9 15.9 2.8 12.3 3.8 Black
04-PPRT68N 7.4 2.4-4.8 15.8 2.8 7.6 3.8 Natural

Part
Number

Rivet Pin 
Diameter

Colour
Suitable for 

Rivets
30-TRT1 1.91 Red PRT34/40
30-TRT2 3.18 Yellow PRT48
30-TRT3 3.81 Green PRT64/68

Part Number
Hole Diameter 

mm
Panel

Thickness mm
Length L

Head
Diameter A

Head Height
H

Colour 

04-SCR611 6.1-6.4 3.96 10.7 15.1 2.4 Natural 
04-SCR611B* 6.1-6.4 3.96 10.7 15.1 2.4 Black 
04-SCR709B* 7.0 3.0 - 9.0 17.7 17.5 1.4 Black 
04-SCR711 7.14 2.36 11.1 14.1 1.65 Natural 
04-SCR711B* 7.14 2.36 11.1 14.1 1.65 Black 
04-SCR809 8.0 9.0 18.2 2.2 Natural

Rivet Insert Tools

Permits application from one side only for blind applications.
Tools to use range from a small hammer or hand tools (TRT1/TRT2) to custom made pneumatic tools.

Material: Natural Nylon 6/6
* = Black Nylon 6/6

Material: Natural Nylon 6/6
* = Black Nylon 6/6


